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Main features

Working pressure: 0-10bar

Room temperature: 0-65°C

Fluid temperature: 

0-75°C 

max 1h at 90°C

Flow direction: unidirectional

Nominal diameter: Ø13mm

Inlet: 3/4” BSPP M/F

Outlet: 3/4” BSPP M/F

Benefit:

suitable for high flow rate

designed according to backflow prevention standard

3/4” BSPP M
3/4” BSPP F

FLOW DIRECTION
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Exploded view

Check valve
Check valve
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Physical characteristics

Fitting: PA 66 GF 30%

Fitting gasket: LSR

Check valve: PPO GF

Check valve gasket: EPDM

Check valve spring: stainless steel

Assembly: joint
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Certifications

• MOCA

• EN 13959:2005 - EN 61770:2019 Annex Z.2
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Main features

Working pressure: 0-10bar

Room temperature: 0-90°C

Fluid temperature: 0-90°C

Flow direction: unidirectional

Nominal diameter: Ø7mm

Inlet: JG 8 - 10 - 3/8’’

Outlet: JG 8 - 10 - 3/8’’

Benefit:

designed according to

backflow prevention standard

PFPF

FLOW DIRECTION
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Exploded view

Check valve
Check valve
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Physical characteristics

Polycarbonate (PC) Nylon (PA 66 GF 30%) Ultem (PEI)
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Certifications

• MOCA

• DIN EN 61770 (VDE 0700-600):2010-05; 

EN 61770:2009



Thanks
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Contatti:  customercare@rpesrl.it  - www.rpesrl.it - 

Nothing great has ever been done without passion

mailto:customercare@rpesrl.it
http://www.rpesrl.it/
https://www.linkedin.com/company/291761
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